
HP
(Horsepower) 1

CF*
(Load Connection Factor) 1

LF
(Load Location Factor) 2

SF*
(Shock Factor) 1

D 
(Pitch Diameter of Sprocket, etc.[in.]) 1

N 
(Shaft Speed [rpm]) 40

OVERHUNG LOAD 6300 LB.

Allowed OHL per Catalog 15153 LB.

Drive Exceeds OHL by factor of: 2.41

*SF (Service Factor)
     Degree of Shock Factor:
          -Steady Loads                                          1.00
          -Moderate Shock                                      1.30 
          -Heavy Shock                                           1.60

*CF (Load Connectionion Factor)
     Connection Type Factor:
          -General Purpose Chain                           1.00
          -Machined Gear/ Scnchronous Belt          1.25 
          -V-Belt                                                       1.50
          -Flat Belt                                                    2.50

* ITEMS IN RED REQUIRE INPUT

OHL shown should be less than catalog's Allowable OHL 
Ratings.

  CYCLO® OVERHUNG LOAD CALCULATOR

Consult CYCLO® Reducer Catalog (pg. 5.6~5.8) for 
standard (non-heavy duty) overhung load capacity

D, N, HP Values should be available from your customers.

OVERHUNG LOAD CALCULATOR 
(Insert Value)
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	ValueA: 30
	ResultsG: 12795.752565564426
	ValueB: 1.25
	ValueC: .95
	ValueD: 1
	ValueE: 8.77
	ValueF: 40
	ResultsI: 1.1842210860484543
	ValueH: 15153


